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	1. GROUNDS FOR ISSUANCE OF THIS BULLETIN

	Basing on:

a) Findings from glider inspection held after 2908 flying hours, as well as

b) RESULTS OF THE SZD-55-1 GLIDER STRUCTURE FATIGUE CHARACTERISTICS ANALYSIS

the service life of SZD-55-1 glider Fact. No 55193056 is extended hereby from 3000 to 4500 flying hours.

The concerned extension is possible, provided the mandatory Periodic Inspection after every 500 flying hours (acc. to Appendix No 1 to Technical Service Manual) as well as these after every 100 flying hours with revisions to the concerned programs, as per item 3 of this Bulletin, are performed.

	2. LIST OF FACTORY NOS COVERED WITH THIS BULLETIN

	This Bulletin concerns the SZD-55-1 glider Fact. No 55193056.

	3. SPECIFICATION OF REVISIONS INTRODUCED

	3.1. In the Technical Service Manual (TSM) of the glider – issue IV, August 1991:

3.1.1. the page 22 replaced with the 22/R-11/1 in which, the wording of item 3.3.1 has been modified to:

Check the condition of the sailplane structure. Pay the special attention to elements heavily loaded during the take-off, flight and landing, like:

· spar root, and joint between these and wing root rib,

· glued joint between main fitting plate and spar web,

· wing root rib and joint between these and wing skin,

· fuselage skin in front of nose towing hook,

· corner of cut-out for main wheel housing,

· joint between wing suspension tube and fuselage structure (round the sleeve flange),

· glued joint between baggage compartment floor and fuselage shell,

· fuselage skin aft of wing trailing edge,

· fuselage-fin transition,

· glued joint of horizontal tailplane fittings in a fin,

Cracks to lacquer coat may be evidence of structure damage.

3.1.2. the page 22/R-11/2 has been added, in which the remaining sub-items from page 22 has been enclosed, after revision to item 3.3.1.

3.2. In the Appendix No 1 to TSM, revision contains:

3.2.1. the page 7 replaced with the 7a, in which the item 3.3.13 has been added, with wording as follows:

“Check the condition of skin, and glued joints inside the wing with aid of endoscope. Make photos of wear evidence/ marks at contact area between aileron pushrods and its guide. 
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	Compare with former photo documentation. Enlarged marks or indents caused by guides not allowed. If present – replace the pushrod with new one.”

3.2.2. the page 8 replaced with the 8a, in which the item 4.3.6 has been added, with following wording:

“The fuselage – fin transition, specially in the nose area.”

3.2.3. the page 9 replaced with the 9a, in which the number of procedure 4.3.6 has been changed to 4.3.7

	4. LIST OF ENCLOSURES

	1. page 22/R-11/1 of TSM

2. page 22/R-11/2 of TSM

3. page 7a of Appendix No 1 to TSM

4. page 8a of Appendix No 1 to TSM

5. page 9a of Appendix No 1 to TSM

	5. FINAL CONCLUSIONS

	5.1. The service life extension beyond 4500 flying hours will be established by a holder of the glider Type Certificate with next Bulletin.

5.2. Operator of the glider is obliged to supply the Allstar PZL Glider company with the reports copies from subsequent Periodic Inspection after every 500 flying hours, as well as with the photo documentation of wear evidence/ marks at contact area between aileron pushrods and its guide.

5.3. Replacement of pages to be entered in the List of Revision item 0, page 1b. In the replaced pages, insert the Revision Number at the vertical lines.



	- THE END -

	








